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Enlarge 107%

GENERAL NOTES R e R

Closed expansion joints on jointed pavements shall be re-established during the patching operations.

Class B Patches - when the pavement requires patching at the location of the expansion joint, a new joint
should be established using a dowelled expansion patch as shown on Highway Standard 442101. When
the joint is closed, but does not require patching, an expansion joint may be formed by sawing the
pavement and filling the saw cut with a preformed expansion joint filler meeting the requirements of Section
1051 of the Standard Specifications as shown on Standard 420001.

All mandatory joint sealing for Class B patches as shown on the plans will not be measured for payment.
Optional sawing of the joint for the sealant reservoir will not be measured for payment.

For all concrete patching that will not be resurfaced, the concrete shall be struck off flush with the existing
pavement surface at each end of the patch.

The Engineer reserves the right to check all patches for smoothness by the use of a 10’ rolling straight
edge set to a 3/16" tolerance in the wheel paths. Any patch areas higher than 3/16" must be ground
smooth with an approved grinding device consisting of multiple saws. The use of bushhammer or other
impact devices will not be permitted. Any patch with depressions greater than 3/16" shall be repaired in a
manner approved by the Engineer.

The mandatory saw cuts for pavement patching are:

Class B Patch: Cut two transverse saw cuts outlining the patch and one transverse pressure relief saw
cut. The longitudinal edges of the patch shall be cut full depth. When the patch is adjacent to a pcc
shoulder, two saw cuts along the shoulder will be required.

The mandatory saw cuts will be paid for at the contract unit price per Meter (Foot) for SAW CUTS.

Cost of removal and disposal of material from the temporary patch shall be included in CLASS B
PATCHES of the type and size specified in the plans.

All grates of drainage structures to be removed or filled shall be carefully salvaged and shall remain the
property of I.D.O.T.

The Contractor shall be responsible for protecting utility property during construction operations as outlined
in Article 107.31 of the Standard Specifications. A minimum of 48 hours advance notice is required for
non-emergency work. The JULIE number is 800-892-0123. The following listed utilities located within the
project limits or immediately adjacent to the project construction limits are members of JULIE:

Verizon Corn Belt Energy Corp.
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Tie bars shall be installed to tie PCC appurtenance to adjacent existing concrete pavément.

Tie the following
to the existing
concrete pavement

Length, size, and
spacing of Tie Bars

Gutter or Curb & Gutter Std. 606001 600 mm (24"} long No. 20 (No. 6) @

600 mm (24") centers

Tie bars to be installed in accordance with the applicable portions of Article 420.10(b) of the Standard
Specifications. See Highway Standard 420001 for detail on longitudinal construction joint grouted-in-place
tie bar. The cost of the tie bars to be included in the cost of the PCC appurtenance adjacent to the existing
pavement.

CADD data will be available to Contractors and Consultants working on this project. This information will
be provided upon request as MicroStation CADD files and Geopak coordinate geometry files ONLY. If
data is required in other formats it will be your responsibility to make these conversions. If any
discrepancy or inconsistency arises between the electronic data and the information on the hard copy, the
information on the hard copy should be used. Contact the District's Project Engineer to request these files.
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